19980123.ba v01_n887.bam.980123 


>From ???@??? Fri Jan 23 15:25:42 1998 

Message-Id: <199801231148.FAA20690@sco.theporch. com> 
Date: Fri, 23 Jan 1998 05:48:50 CST 

Subject: BOATANCHORS digest 1887 


BOATANCHORS Digest 1887 
Topics covered in this issue include: 


1) Re: voltage calibration 
by "Arden Allen" <aallen@sirius.com> 
2) looking for WA4TIM 
by Brian.Harris@sv.sc.philips.com (Brian Harris) 
3) KWM-2 ALC question 
by w2ec@VNET.IBM.COM 
4) Re: National PW dial removal 
by "Mark Glusker" <glusk@mechcad3.engr.sgi.com> 
5) ADMINISTRIVIA: Over Quoting 
by listown@jackatak.theporch.com (Mail List Owner) 
6) BA places in Houston TX ?? 
by John Russo <jprusso@acsu.buffalo.edu> 
7) Scope probes... 
by Ken Gordon <keng@uidaho.edu> 
8) JPP, sep-ex 
by "Rhett T. George" <rtg@ee.duke.edu> 
9) FS 338 Key 
by Jim Waits <jimwaits@emcst.com> 
10) Re: Unknown tube #2 
by Bill Jarvis <B.H.Jarvis@hw.ac.uk> 
11) W&S contact info 
by "Roberta J. Barmore" <rbarmore@indy.net> 
12) Wanted: Original Valiant Manual 
by "Freeberg, Scott (STP)" <scott.freeberg@guidant.com> 
13) teleton and Valvo p1323a: Clues pse 
by Bill Jarvis <B.H.Jarvis@hw.ac.uk> 
14) Dumb entry 
by "Rhett T. George" <rtg@ee.duke.edu> 
15) messages 
by lee1@digital.net 
16) Large Key made by "Andy G4YIZ" -- Does anybody know him? 
by John Dilks <oldradio@worldnet.att.net> 
17) solid state or tubes? 
by lee1@digital.net 
18) Antique Wireless Association -- New Web Pages 
by John Dilks <oldradio@worldnet.att.net> 
19) Clegg 99 fs/trade 


by gcr2@po.CWRU.Edu (George C. Rybicki) 
20) WTB: HRO-60 
by "Alexander N. Gerli" <angerli@connix.com> 
21) Hickok 6000-help! 
by "R. Eric Sluder" <kb9bgs@sprintmail .com> 
22) Need T/R Switches 
by "Alexander N. Gerli" <angerli@connix.com> 
23) Screen AM, PC, W6AIF 
by MNHopkins <MNHopkins@aol. com> 
24) Re: HMS Belfast 
by "wayne.harrah" <wayne.harrah@MCIONE. com> 
25) Oregon swap-meet? 
by Ralph Parker <rparker@istar.ca> 
26) Access 1977 Drake Catalog..... More pages 
by Jim Coe W5JI <jcoe@brightok.net> 
27) Eico VFO 
by Glenn Finerman <glennfin@mjet.com> 
28) Re: Oregon swap-meet? 
by Ron Hershey <rhershey@europa. com> 
29) Best Voltage Calibration Yet 
by "Don L. Davis" <dxguy@earthlink.net> 
30) Re: Best Voltage Calibration Yet 
by "Arden Allen" <aallen@sirius.com> 
31) SW3 Coil Form Source? 
by nielw@ix.netcom.com 


Date: Thu, 22 Jan 1998 08:17:22 -0800 

From: "Arden Allen" <aallen@sirius.com> 

To: "Old Tube Radios" <boatanchors@theporch.com> 
Subject: Re: voltage calibration 

Message-ID: <199801221616.IAAQ3183@mail2.sirius.com> 


> With all the test equipment everyone has gqthered on the list, waht 

> strategies do list members utilize to calibrate their voltmeters. 

> I am not talking about buying, from a hamfest, some "hopefully" 
calibrated 

> voltage reference, but making a reference that can be relied upon for 
> very good accuracy, beyond that which can be expected from a 7805 or 
> a zener with compensating diodes... 


I know this will cause gnashing of teeth. Look up some precision voltage 
reference IC's. Digi-Key is a good place to try. You can use their links 
to get manufacturer's data sheets. Some are already trimmed to less than 
% accuracy. Others will allow you to add a trim pot to get even tighter 
accuracy if you can get to a 0.1% or better voltmeter. The long term 
stability is good so once you have it built and validated it's good for 


life. If you want lots of voltages use a reference, an op amp and a bunch 
of 1% metal film resistors (also available from Digi-Key cheap). As far as 
accuracy goes, 1% is plenty good for calibrating BA voltmeters. That 
should keep you home for a few evenings! 


Give your loved ones Gummy Bears. 
Arden Allen KB6NAX Vallejo, CA aallen@sirius.com 


Give your loved ones Gummy Bears. 
Arden Allen KB6NAX Vallejo, CA aallen@sirius.com 


Date: Thu, 22 Jan 1998 10:17:29 -0800 

From: Brian.Harris@sv.sc.philips.com (Brian Harris) 
To: boatanchors@theporch.com 

Subject: looking for WA4TIM 

Message-ID: <Q0126FE9.001914@svlima.sv.sc.philips.com> 


Is W4TIM still on the list? I need his email ID, address, phone, whatever. 


Thanks, Brian 


Date: Thu, 22 Jan 98 11:24:00 EST 

From: w2ec@VNET.IBM.COM 

To: boatanchors@sco.theporch.com 

Subject: KWM-2 ALC question 

Message-ID: <199801221629.KAA26528@sco.theporch. com> 


My ALC indication has always been light, ie even full mic gain would barely 
give me peaks of 6 on the scale. Normal operation shows indications of 0 to 

3 with an occasional flicker up to 4 or 5. I have seen references to replacment 
of the 6AZ8's as a fix. I checked mine and they were all quite low on the 

mu scale, all below 1000 on both sides of the tube. Figuring this was the 
problem I just got some new 6AZ8's and checked those last night. They are 

all 1500 or greater on both sides. So I plugged them in and now my ALC 

reading is fully pegged below zero. I can't adjust it at all with the ALC 

set control. Modulation shows no ALC meter deflection, remains pegged hard 
left. However, watching the output on the scope shows modulation is fine. 

In CW, I can get the ALC up to zero with full mic gain. Full output on the 
312-B5 power meter and scope occurs with less than 1/2 mic gain. I plugged the 
old tubes back in and things returned to "normal". I didn't replace one tube 
at a time yet, I'll try that tonight. Meanwhile my question is, are there any 
other adjustments to be made in the ALC circuit to align it for use with the 
newer tubes, other than the ALC set control? 


With the meter pegged hard left and no meter indication/deflection with 
audio applied, how do I know my ALC is functioning? I don't want to drive 
my 30S-1 if the ALC isn't working up to snuff. I'll put the old tubes back 
in as that seemed to work fine before, except for what I considered the low 
ALC reading. 


Any ideas/suggestions on what is causing leftward pegging of the ALC meter 
with the new higher gain tubes? 


73, Ray W2EC 


Date: Thu, 22 Jan 1998 09:10:43 -0800 

From: "Mark Glusker" <glusk@mechcad3.engr.sgi.com> 

To: boatanchors@sco.theporch.com 

Subject: Re: National PW dial removal 

Message-ID: <9801220910.ZM12674@mechcad3.engr.sgi.com> 


I have had success removing several stubborn PW dials with the following 
technique: 


- tune the dial to "250" which aligns the screws holding on the plastic 
knob with holes in the metal parts 


- remove the three (?) screws holding the plastic knob - they must be 
accessed from behind the front panel of the receiver, which is tricky but 
possible 


- loosen the set screw holding the PW dial on the shaft 


- remove the plastic knob to reveal a pair of large holes in the large 
metal dial piece (the one that is attached directly to the shaft) 


- fashion a gear puller from a toggle bolt and two cable ties, threading 
the cable ties through the large holes mentioned above and looping them 
over each "wing" of the toggle bolt 


- align the toggle bolt in the axis of the tuning shaft and tighten the 
bolt slowly and carefully 


A sketch of this procedure would help a lot - I could make a quick sketch 
on request for those who are desperate. 


Mark Glusker, glusk@sgi.com 


Date: Thu, 22 Jan 98 11:15:00 CST 

From: listown@jackatak.theporch.com (Mail List Owner) 

To: boatanchors@sco.theporch.com 

Subject: ADMINISTRIVIA: Over Quoting 

Message-ID: <199801221715.LAA03731@jackatak.theporch. com> 


Gang- 


Please accept this periodic posting as a gentle nudge and suggestion 
intended to improve the quality of posts to the BoatAnchors list, and 
as an effort to maintain our excellent (and high) signal to noise 
ratio... 


The list culture is to include only those portions of a prior post 
that are required to maintain the context of your comments. We have 
always tried to reduce the amount of "chaf" on the list, and this 
is one way. 


In private mail between you, a subscriber, and me,, as list manager, 
I really don't care one way or the other, but when posting to the list, 
there are at least two issues of concern: 


one, the increased bandwidth from including extra text. 
With the trial subscriptions and full members, the number of copies 
of each post mailed out change the impact of each extra word so that 
each single character becomes 1,000 characters of mail! 


second, when not editing out included text, it sends a not too subtle 
message to the list, that the poster considers his/her own time to be 
more valuable than the collective time and energy of the 600-700 readers 


on the list... not exactly a "positive" message! ;%) 

This isn't rocket science... you place the pointer at the top of the 
message you are including xparts* of, and click-drag to where you need 
to include, and then hit the backspace or delete key... painless, 


easy, quick, and very helpful to the list. 


Treat the list as a symposium. In such an environment, with 600 others 
attending who have paid to be there, it is unlikely you would repeat 
someone else's portion of a conversation in its entirety as part of 
your own remarks... it would become very tedious, very quickly, if you 
did... especially if you repeated even the closing signature block of 
the previous message. 


Thanks for your understanding and help in making the boatanchors list 


have the highest signal to noise on the InterNet. 


73 
Jack, WA4KH/Mobile - - - BoatAnchor Mailing List Owner - - - 
listown@jackatak.theporch.com - "Plus ca change, plus c'est la meme chose" 


Date: Thu, 22 Jan 1998 13:45:51 -0500 

From: John Russo <jprusso@acsu.buffalo.edu> 

To: boatanchors@theporch.com 

Subject: BA places in Houston TX ?? 

Message-ID: <34C793DE.AB169A97@acsu.buffalo.edu> 


Hi Group, can anyone direct me to possible BA or military surplus places 
in 


Houston TX ????? 


Thanks, John KF2IQ 


Date: Thu, 22 Jan 1998 10:49:22 -Q800 (PST) 

From: Ken Gordon <keng@uidaho.edu> 

To: boatanchors@sco.theporch.com 

Subject: Scope probes... 

Message-ID: <Pine.BSF.3.95.980122104606 .18017A-100000@piobaire.mines.uidaho.edu> 


MECI has a nice looking 60 mHz scope probe with accessories in their 
catalog # 103, on page 27 for $18.49. 


It is compensatible 10 - 35 pf, switchable 1meg/10meg input impedance, 
X1/X10 switchable, cable length is 1.4 meters, BNC connector, 5.5 nS rise 
time, 600 VDC. 

Their order number is 

1-800-344-4465 

Page 27, item # 570-0025 


Looks good to me. I intend to buy two. 


Ken 


Date: Thu, 22 Jan 1998 13:57:51 -0500 

From: "Rhett T. George" <rtg@ee.duke.edu> 

To: boatanchors@theporch.com 

Subject: JPP, sep-ex 

Message-ID: <199801221857 .NAA29711@dsil11.ee.duke.edu> 


- Greetings - 


There has been some discussion of bringing the shunt motor field leads out 
to a controller different from the one controlling the armature. Peter 
VanDerWal asks "Am I to understand that if I reverse the current through the 
field winding I get regen?" 


No, no, no, no, you do not get regen by reversing the field current. You get 
a big, unpleasant surprise! The shunt motor will obediantly try to run in 
the opposite direction. However, it will not want to get to the opposite 
direction going thru zero rpm. As the magnetic field strength goes to zero, 
the rpm's will want to go to infinity and come back from that grand attempt 
to a reversed direction. 


When the shunt machine is motoring, its back emf is less than the applied 
armature voltage. When it is idling along at the load speed, the back emf 
equals the applied voltage. When it generates, the back emf exceeds the 
applied voltage, causing power to flow out of the machine. Since the voltage 
is in the same direction, power flowing out means the generated current flows 
in the opposite direction to the motoring current (as it should). 


To increase the back emf, increase the strength of the magnetic field which 
means increase the field current. To keep the generated voltage in the same 
direction, keep the magnetic field and, consequently, the field current in 
the same direction. 


Summarizing, to go from motoring to regenerating at one motor speed, increase 
the field current. Do not reverse the field current. 


Rhett George 


Date: Thu, 22 Jan 1998 13:19:52 -0600 

From: Jim Waits <jimwaits@emcst.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: FS J38 Key 

Message-ID: <34C79BD6.789552AB@emcst. com> 


Hello, I have a J-38 Signal Corps key. Now I know this is one of 
the most common surplus keys, but..... 
Mine is new and in the original box. The box is cardboard sorta faded 
and with a few little dot stains on it. On top it has a big L in a circle and 
around it says The Lionel Corporation, New York, N.Y. 
On both ends of the box it says : 
Signal Corps U.S. Army 


Key J-38 
File #13946---Phila.-43 
Made By 


The Lionel Corporation 
New York, N.Y. 


Sides and bottom are plain. 

For the key itself it is unused. On the bottom the inspection stamp 
is visible. There is a L in the Lionel trademark shape moulded in 
the bottom. The white metal strap under the two rear terminals on 
the rear border has some discoloration or slight oxidation on it as 
does the white metal body of the key itself. All of the brass parts 
have some patina but the key is obviously new and unused. All 

the knurling is nice and sharp. White engraving of "Line" and "Tel" 
as well as J-38 . The switch has no wear marks on it. The metal 

key frame is mounted on bakelite plate . 


I will ship it priority mail for inspection and if you like it, I 
want fifty dollars or you can return it. 


Jim Waits, W4ROM for 47 years Email jimwaits@emcst.com 
Home Page http: //www.emcst.com/pub/jimwaits/jimmy.htm 
Fish Camp Owner on Choctawhatchee River at 30-25-50N----85-58-59W 
Mail: 242 Rooks Bluff Rd., Bruce, FL 32455-4216 Phone 850-835-2514 


Date: Thr, 22 Jan 1998 19:23:01 +2400 

From: Bill Jarvis <B.H.Jarvis@hw.ac.uk> 

To: keng <keng@uidaho.edu> 

Cc: boatanchors <boatanchors@theporch.com> 
Subject: Re: Unknown tube #2 

Message-ID: <199801221922.TAA13461@punt1.hw.ac.uk> 


On 1998-01-22 keng@uidaho.edu said: 
ke>> Marking = CR9IOOA... 


ke>> A friend found several of these in a lot of tubes he bought 
ke>> at an AWA meet. They are mid sized octal looking things 

ke>> (about 6V6 size, or perhaps a half inch or so taller) that look 
ke>> just like a filament strung over some insulating material? 
ke>Probably a "ballast" tube. 

ke>Ken 


These are usually "barretters", iron wire in hydrogen atmosphere. Don't 
crack whilst lit! 


Bill 
GM8APX, qthr=No 6, EH4 6JY==Cave felem==No Rectangulars=Ikke Hawkering 


Timeo Danaos et dona ferentes 


Net-Tamer V 1.10 - Registered 


Date: Thu, 22 Jan 1998 14:59:18 -0500 (EST) 

From: "Roberta J. Barmore" <rbarmore@indy.net> 

To: BA <boatanchors@sco.ThePorch.com>, glowbugs <glowbugs@www.atl.org> 
Subject: W&S contact info 

Message-ID: <Pine.SUN.3.96.980122145156 .15553A-100000@indy2> 


Hi! 


I had several requests for contact info, so here it is. It's old news 
for the G calls, who might as well hit "delete" now. 


Their catalog is #2.95 + #1 p&p, about $6.30. (May be cheaper--UK 
published prices include VAT which do not always apply to export. (At 
least to the US). I didn't get an itemized bill with my order but it 
looks like they may have sent the cat. free with order; might be worth 
asking after. 


Waters & Stanton PLC. 
Spa House, 22 Main Road 
Hockley, Essex, SS5 4QS UK 


Phone: 01702 206835 & 01702 204965 (from the US, direct-dial prefix is 
011 44 1702 etc.) 

URL: http://www.waters-and-stanton.co.uk or http://www.monitor.co.uk 
(have not checked either one). 


They take credit cards. 


733; 
- -Bobbi 


Date: Thu, 22 Jan 1998 14:51:13 -0600 

From: "Freeberg, Scott (STP)" <scott.freeberg@guidant.com> 

To: "'Boatanchors@theporch'" <boatanchors@sco.theporch.com> 

Subject: Wanted: Original Valiant Manual 

Message-ID: <21B46CBD022AD1118F0500805F15A0681ED2BB@STPMSX05.stp.guidant.com> 


Wanted: Original Johnson Valiant Manual in good condition, no copies. 
Thanks, 


Scott WA9WFA Saint Paul Minn 
scott. freeberg@guidant.com 


Date: Thr, 22 Jan 1998 21:04:24 +2400 

From: Bill Jarvis <B.H.Jarvis@hw.ac.uk> 

To: boatanchors <boatanchors@theporch.com> 

Cc: george <george@scotnet.co.uk> 

Subject: teleton and Valvo p1323a: Clues pse 
Message-ID: <199801222104.VAA14280@punt1.hw.ac.uk> 


Hoping those idents ring a bell with someone somewhere. The Teleton is a 
make of what appears to be a stereo amplifier, 20 wattsish, full 
description Teleton GA101. Does anyone know anything about it at all? 


The PL323A is a valve, again no clues except that its 4 pin base 
suggests it might be quite old. It's not one of the PL series of 0.3 A 
heater universal mains TV valves. I think I've seen a PL--- transmitting 
valve discussed on BA before now. 


Any comments welcome, including pointers. 

Thanks folks, 

UN de 

Bill 

GM8APX, qthr=No 6, EH4 6JY==Cave felem==No Rectangulars=Ikke Hawkering 


Possunt quia posse videntur 


Net-Tamer V 1.10 - Registered 


Date: Thu, 22 Jan 1998 17:31:04 -0500 

From: "Rhett T. George" <rtg@ee.duke.edu> 

To: boatanchors@theporch.com 

Subject: Dumb entry 

Message-ID: <199801222231.RAAQ1394@dsil11.ee.duke.edu> 


- Greetings - 


With head hung low, I regret having sent a shunt motor comment to the 
Boatanchor group. I'll try to do better. 


73 Rhett - KE4HIH 


Date: Thu, 22 Jan 1998 17:49:12 -0500 (EST) 

From: leei@digital.net 

To: BOATANCHORS@theporch.com 

Subject: messages 

Message-ID: <199801222249 .RAAQ1300@ddi.digital.net> 


to those who do not want to read a message 
dont click on it 


fini fini 


Thank the good LORD for all that you have!!! 


67yx old semi disabled senior trying to get code speed to 13wpm 
(stroke got my eyesight, balance & coordination) SO ONLY BA'S NO SOLID STATE 


Leon (lee) Wiltsey 4600 Lake Haven blvd Sebring fl. 33872 KFARCL TECK+ 


Date: Thu, 22 Jan 1998 17:50:30 -0500 
From: John Dilks <oldradio@worldnet.att.net> 
To: boatanchors@theporch.com 


Subject: Large Key made by "Andy G4YIZ" -- Does anybody know him? 
Message-ID: <34C7CD36.3F7A@worldnet.att.net> 


Re: Large Key made by "Andy G4YIZ" -- Does anybody know him? 


I bought a Large "Hand Made" Key made by "Andy G4YIZ" from a local 
ham's estate. 


Does anybody know him? I'd like to know more about why this key was 
made. Was it a business, or was it just made for the deceased ham, 
perhaps by a friend? 


FYI= 

I plan to make it into a trophy-award, to be presented to a local ham 
who has gone above and beyond. This award is to be called "Amateur 
Radio Operator of the Year", and named after the deceased ham who was an 
Elmer and role-model in real life. This award is copied after another 
given by another NJ club. 


73' John Dilks, K2TQN 


Webmaster for the Antique Wireless Association 
http: //www.ggw.org/awa Click on "Page 2" 
-=and=- 
for the New Jersey Antique Radio Club 
http: //www.eht.com/oldradio 
a iettediataatatatatatatatetatatates pleas@=ViSit=-<<--4--SS-seecese 


Date: Thu, 22 Jan 1998 18:07:08 -0500 (EST) 

From: leei@digital.net 

To: BOATANCHORS@theporch.com 

Subject: solid state or tubes? 

Message-ID: <199801222307 .SAA04929@ddi.digital.net> 


Hi Gang am about to build a power supply for a 12 v 
mobile rig for base station use. Now I have heard 

solid state supplies while very easy to build 

tend to go up in smoke with any kind of overeload, 

while tube supplies will not. So what sort of 

rectifiers do I use diodes selenium rect or vacuum tubes?. 


I need just 12 volts at a only an amp or two as 
supply will be floating o a 12 v car batt.? 


Thank the good LORD for all that you have!!! 


67yx old semi disabled senior trying to get code speed to 13wpm 
(stroke got my eyesight, balance & coordination) SO ONLY BA'S NO SOLID STATE 


Leon (lee) Wiltsey 4600 Lake Haven blvd Sebring fl. 33872 KFARCL TECK+ 


Date: Thu, 22 Jan 1998 18:47:19 -0500 

From: John Dilks <oldradio@worldnet.att.net> 

To: boatanchors@theporch.com 

Subject: Antique Wireless Association -- New Web Pages 
Message-ID: <34C7DA86.3B08@worldnet.att.net> 


To all, 


New Web Pages about OLD Radio are on the Antique Wireless Associations 
new Page_2. 


The growing list of pages are displayed below. Please Visit. 


Application form 

Meet our Officers and Members 

AWA meet: Rochester 1996 - Auction Results 

A first trip to Rochester (1996) 

AWA meet: Rochester 1997 - Auction Results 

Tour our Wireless Museum, one of the best! 

AWA Swap-Meet -- Schedule of Events for 1998 

Read an article on Radio History written in 1922 
- by John V. L. Hogan. 

AWA Printable Radio Calendar 

Cartoons from Old Magazines 


To go there - http://www. ggw.org/awa 
- then Click on "Page 2" 


73' John Dilks, K2TQN 
Webmaster for the Antique Wireless Association 
http: //www.ggw.org/awa Click on "Page 2" 
-=and=- 
for the New Jersey Antique Radio Club 
http: //www.eht.com/oldradio 
a leiteatatatatatatatatatetatatates please=Visit--=s=ss---Hsssesc58- 


Date: Thu, 22 Jan 1998 19:44:44 -0500 (EST) 

From: gcr2@po.CWRU.Edu (George C. Rybicki) 

To: boatanchors@sco.theporch.com 

Subject: Clegg 99 fs/trade 

Message-ID: <199801230044.TAA24082@piglet.INS.CWRU.Edu> 


Clegg 99 6m AM rig FS/trade looks good and works well. Have copy of manual but 
no mike. $50 + shipping on 20 lbs from 44286. 73 George. 


Date: Thu, 22 Jan 1998 21:49:41 -0500 

From: "Alexander N. Gerli" <angerli@connix.com> 
To: boatanchors@sco.theporch.com 

Subject: WTB: HRO-60 

Message-ID: <34C80545.4437@connix.com> 


Hi, Friends, 
WTB: HRO-60 w/speaker and manual. In decent shape. 


73, 


a a eS 
SANDY GERLI, AC1Y 

500 Country Club Road 

Avon, CT 06001-2406 

(860) 675-5566 


angerli@connix.com 


Life Member: ARRL and QCWA 
Charter Member: Collins Collectors' Association 


Real radios glow warm these chilly winter nights 
And put a glow in the heart of the Boatanchor man! 
a a ae * te es 


Date: Thu, 22 Jan 1998 22:25:12 -0500 

From: "R. Eric Sluder" <kb9bgs@sprintmail . com> 
To: Boatanchor list <boatanchors@theporch.com> 
Subject: Hickok 6000-help! 

Message-ID: <34C80D98.EC197FCF@sprintmail . com> 


Well, we had a small flood in our basement recently and ended up with a 
couple of inches of water in my workshop! Fortunately most radio 
goodies were up high-and-dry, but my Hickok was laying on the floor and 
got the water. :%( 


I seem to recall some of you mentioning some fellows who would rebuild 
or align Hickok's and I need these person's names, numbers and such. 

My insurance man is being real nice about it and wants to know what the 
replacement value is on one, but I'd rather just get it spruced up! 


Any help would certainly be appreciated. 
73, 


Eric, splashing away! 


R. Eric Sluder, KB9BGS 
Carmel, IN USA 
kb9bgs@sprintmail.com 
Professional Piddler 


Date: Thu, 22 Jan 1998 22:39:50 -0500 

From: "Alexander N. Gerli" <angerli@connix.com> 
To: boatanchors@sco.theporch.com 

Subject: Need T/R Switches 

Message-ID: <34C81106.2D359D71@connix. com> 


Hi, 


Looking for several B&W Model 377 T/R Switches, or equivalent. Anybody 
got any??? 


73, 


a ny A: * * * wa * 
Sandy Gerli, AC1Y 

500 Country Club Road 

Avon, CT 06001-2406 

(860) 675-5566 

E-Mail: angerli@connix.com 


Life Member: ARRL, QCWA 
Charter Member: Collins Collectors Association 


REAL radios use firebottles 
The rest of 'em use them li'l chips... 


"It's better to remain silent and be thought a fool, 
Than to speak up and remove all doubt!" - Mark Twain 
a a es ae a * a * 


Date: Thu, 22 Jan 1998 23:57:27 EST 
From: MNHopkins <MNHopkins@aol.com> 

To: B.H.Jarvis@hw.ac.uk 

Cc: boatanchors@theporch.com 

Subject: Screen AM, PC, W6AJF 
Message-ID: <b2a81579.34c8233d@aol.com> 


>Why was screen modulation frowned upon, anyway? 
Four little letters: ARRL 


The league was in thrall to big iron plate modulation. Handbooks of the 
period contain misrepresentations about "efficiency" supporting the view, but 
no one ever looked at efficency from the standpoint of dollars spent -- no one 
but Frank Jones, W6AJF. 


Right after the war Frank had a plate modulated rig in CQ, but over time 
he moved to screen modulation, published several articles on in and finally 
banished plate modulation from his station. As always, he was the other 
voice. 


73 de ab5L, michael in dallas, student of Tecraft and International (ICM) ham 
products and mementoes of Six Meters' Golden Age: 1957-58 

Michael Hopkins 

Box 226841 

Dallas, TX 75222 MNHopkins@AOL.com 


Date: Thu, 22 Jan 1998 23:23:12 -0600 


From: "“wayne.harrah" <wayne.harrah@MCIONE.com> 

To: w2ec@vnet.IBM.COM, Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: HMS Belfast 

Message-ID: <QEN80071D1RI6Y@PMO2SM.PMM.MCI.NET> 


> From: w2ec@vnet.IBM.COM 

> To: Old Tube Radios <boatanchors@theporch.com> 
> Subject: HMS Belfast 

> Date: Wednesday, January 14, 1998 7:08 AM 

> 

> 


Ben, totally agree, HMS Belfast is a great tour. me! 
<snip> 


> If you get to make the tour, don't forget to mention you're a ham. Who 
knows 
> what experiences it will result in. 


The story of my life. You gents are indeed right about one thing.... It is 
an excellent ship to tour. However, as my luck runs, I was there in 1983, 
while on Temporary Duty from Germany with the USAF visiting an RAF base 
near Ipswich. Toured the Belfast over the weekend, but, I didn't get my 
ham license until ‘84! Think I missed the best part of the tour and didn't 
even know it!!! 


<sigh> 
Wayne 
| Mailto:Wayne.Harrah@mciONE.com 
/0\ New disciple of all that glow, 
Netter etch Go os bel peers / and those People and machines 
o ++/ O \t+ oO which served this country so well. 


Date: Thu, 22 Jan 1998 22:43:37 -0800 

From: Ralph Parker <rparker@istar.ca> 

To: boatanchors@theporch.com 

Subject: Oregon swap-meet? 

Message-ID: <3.0.5.16.19980122224337 .1ac757d4@istar.ca> 


Gang: Anyone know of a swap-meet somewhere south of Portland, Oregon soon? 
I heard a rumour which I can't track down. Any info appreciated. 


73, Ralph, VE7XF 


Date: Thu, 22 Jan 1998 23:50:33 -0600 (CST) 

From: Jim Coe W5JI <jcoe@brightok.net> 

To: boatanchors@sco.theporch.com 

Cc: baswaplist@foothill.net 

Subject: Access 1977 Drake Catalog..... More pages 
Message-ID: <199801230550. XAAQ2321@cowboy.brightok.net> 


I have posted the following additional BA related pages 
from the 1977 Drake catalog on my web page. The pages 
are stored as JPEG files and average about 230K per page. 
The URL and the new file names are as follows: 
Point your browser at 
http://www. brightok.net/~jcoe/pictures/xxxx. jpg 
where the xxxx is actually the following...... 
drake14 for the Drake FS-4 syn and Ant tuners 
drake18 for the TR-33C VHF xcvr and amp 
These additional pages have been posted per request. 
Pages not posted at this time are for the SSR-1 and DSR-2 receivers, 
the Drake remote antenna switch, the two price list pages and the 
front and inside front covers which are general info. I can post these 
later if there is need or I can arrange to send them to individuals 


who request them. 


Let me know if you have any problem accessing the files. 


T3703 weet Jim 
Jim Coe W5JI Hollowstaters should never tell their 
Oak Crest (Antenna) Farm paramours that the glow in their 
Davis, OK, USA eyes reminds them of a favorite radio!! 


Date: Fri, 23 Jan 1998 00:49:27 -0500 
From: Glenn Finerman <glennfin@mjet.com> 


To: boatanchors@theporch.com 
Subject: Eico VFO 
Message-ID: <3.0.3.32.19980123004927 .00694c28@mjet.com> 


I have for sale, an Eico 722 VFO. Matching VFO for the model 723 & 720 
Eico transmitters. Tested working. Very clean! $60.00 including double box, 
bubble wrap packaging and UPS shipping in the U.S. 


PD ete Sai alla ane as sed Glenn NA2DX (formerly N2BJIG) 


glennfin@mjet.com 


Date: Thu, 22 Jan 1998 22:17:42 -0800 

From: Ron Hershey <rhershey@europa. com> 

To: rparker@istar.ca 

Cc: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Oregon swap-meet? 

Message-ID: <34C83605.74663954@europa. com> 


Ralph Parker wrote: 


> Gang: Anyone know of a swap-meet somewhere south of Portland, Oregon soon? 
> I heard a rumour which I can't track down. Any info appreciated. 
> 73, Ralph, VE7XF 


The Salem Hamfair is February 21 at Rickreal OR. They have a web-site at 
http: //www.teleport.com/~n7ifj/sraflyer.htm. This is supposed to be the 
largest swapmeet in Oregon. 


Date: Fri, 23 Jan 1998 03:31:29 -0800 
From: "Don L. Davis" <dxguy@earthlink.net> 
To: boatanchors@theporch.com 

Subject: Best Voltage Calibration Yet 


Message-ID: <34C87F73.72CD@earthlink.net> 


Whenever I want to accurately cal a meter (or anything else, for that 
matter) I just take it to work & use a Level 1 Flight Calibrated (NTSB 
tracable cal) lab instrument(s) to compare my unit against. Many of us 
work for companies that have this sort of equipment available, or know 
of someone who does. This works great - with one's employer's blessing 
- of course! 


Other's comments re: precision voltage references & lack of need for 
precision measurements for ham gear are all good ideas if you don't have 
access to good, calibrated equipment. 


-don davis DXGUY@earthlink. net 


Date: Fri, 23 Jan 1998 03:33:00 -0800 

From: "Arden Allen" <aallen@sirius.com> 

To: "Old Tube Radios" <boatanchors@theporch.com> 
Subject: Re: Best Voltage Calibration Yet 
Message-ID: <199801231132.DAA04334@mail1.sirius.com> 


I believe in perodic calibration of test equipment. I plan to calibrate my 
Fluke 77 in 2027. It will then be 40 years old and will qualify as vintage 
equipment and will require "restoration". 


Give your loved ones Gummy Bears. 
Arden Allen KB6NAX Vallejo, CA aallen@sirius.com 


Date: Fri, 23 Jan 1998 05:46:23 -0600 
From: nielw@ix.netcom.com 

To: boatanchors@theporch.com 

Subject: SW3 Coil Form Source? 
Message-ID: <34C8830F .23F7@ix.netcom.com> 


A couple of years ago someone was selling new coils forms that matched 
the National SW3 pin spacing/size. The coils came with coil winding 
information. 


Does anyone have the name/address? 


Thanks and 73, Niel-WA5VLZ 
nielw@ix.netcom.com 


http: //www.io.com/~nielw/index.htm 


End of BOATANCHORS Digest 1887 
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